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GINCOR Werx sets the standard in dump body 
installations for one simple reason…Quality. 
Our installation is a premium package 
because it comes with exclusive GINCOR Werx  
components, upgrades and innovative installation 
techniques that have been perfected since 1978.

GINCOR Werx Dump Bodies are a heavy-duty 
build, designed for durability using only high 
quality materials.

Contact your local sales manager for further 
details.

STANDARD FEATURES
• 17’ x 48” x 60” Bibeau BFL Smooth Sides
• 40 Ton trunnion mount cylinder
• Quick Release valves on air tarp cylinders 
• 2-speed landing gear with Gearbox on D/S 
• SPIF Compliant system (Pl00 Wheel Monitor)
• Painted with Epoxy primer and polyurethane 
	 top coat
• GINCOR Werx 70 ton HD hinge

OPTIONS
• 25,000 lb steerable lift axle    
• Aluminum wheels
• Air ride suspension w/ 25,000 lb axle
• Body with variable side and tailgate 
	 heights

Contact us for more options
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STEEL SMOOTH SIDEWALL 
TRI-AXLE PONY PUPS

DUMP BODY PUP CHASSIS
Suspension

Air c/w Electric Air Dump Valve Standard

Axles

Steerable Lift on front for dual tires Standard

Enclosed cam tubes Standard

Hubs

10 Bolt piloted outboard drums Standard

ABS

Haldex 2S1M or Equivalent Standard

Rims

12 Aluminum rims Standard

Tires

11R-22.5 Standard

Landing Gear

2-speed landing gear with Gearbox on D/S Standard

Drawbar

Adjustable Pintle eye Standard

Electrical

Lighting and Harness by GINCOR Standard

SPIF

Compliant system (Pl00 Wheel Monitor) Standard

Safety and plates Standard

Lights

2 Mid ship Directional Lights Standard

Paint

Epoxy primer and polyurethane top coat Standard

Fenders Over Lift Axle

Black Poly Fenders Standard

Dimensions

17’ x 48” x 60” Bibeau BFL Smooth Sides Standard

8” Longsills Standard

Installation Kit

GINCOR Werx heavy duty hinge (70 Ton) Standard

Cylinder

40 Ton trunnion mount Standard

Air Tarp

Includes quick release valves on 
cylinders. No air feedback to cab Standard

Air Tailgate

Includes quick release valves on 
cylinders. No air feedback to cab Standard

Light Kit

LED Standard

Body Lights

2 extra ovals in rear post Standard

4 Round lights in rear of pup chassis Standard

ABS Light Standard

Body Finish

Body is sandblasted and painted after 
all weldments completed Standard

Paint

Epoxy primer and polyurethane top coat Standard

Lubes and misc / Sideboards Standard

Protec lock / Twist locks Standard

This literature is for illustrative purposes only. Some standard 
features and options may not be exactly as shown or reflective of 
your geographic region of operation. Consult your GINCOR Werx 
representative for details. Specifications are subject to change 
without notice.
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